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Deck Seals, Thin Overlays, And 

Waterproofing Membranes



Overview
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Á Preservation vs Rehabilitation

Á When to take action

Á Deck seals vs Thin Overlays

Á Preparing the deck

Á Applying thin overlays

Á Applying deck seals

Á Waterproofing membrane for Asphalt

Á Crack Injection



Rehabilitation
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·Deck Replacement or 
Structural Overlay.

·Requires long term 
traffic disruption. 
(Staging = 50-60% of 
project costs)

·High cost can lead to 
complete bridge 
replacement.

·Drain on maintenance 
until project can be 
planned.



Preservation
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·Deck seals and thin 

overlays

·Only requires short 

term traffic control.

·Inexpensive and very 

cost effective.

·Deck doesnõt currently 

require maintenance 

resources as the deck 

condition is still 

relatively good.



Deck Seal: Lots of Products
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Attribute Silane/Siloxane
Heavy Weight Methyl 

Methacrylate, 
Polyurethanes

Epoxy Healer 
Sealer

Injection Epoxy

Typical 
Applications*

Waterproofing 
good condition 

concrete

Crack sealers for 
widespread fine 

cracking

Crack sealers for 
widespread fine 

cracking

Crack sealer for 
widespread 

discrete larger 
crack widths

Viscosity 
(Centipoise)

<1 20 - 200 50 - 150 500 - 2000

Pot Life 
(Minutes)

NA 5 - 45 20 - 60 15 - 30

Minimum Cure 
Time (Hours)

1 - 4 2 - 12 3 2

Expected Useful 
Life (Years)

3 - 5 5 - 10 5 - 10 5 - 10



Deck Seals:
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·Epoxy Healer Sealers are most 

common

·Very low viscosity (like water)

·Penetrates deep into the deck to fill 

cracks

·Does not create a barrier to water 

and salts, but slows them down.

·Isnõt intended to provide a new 

wearing surface



Thin Polymer Overlay (MPCO)
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·Is a new wearing surface 

~3/8ó thick

·A barrier that water and salt 

canõt penetrate.

·Significantly increases skid 

resistance (In short term)

·Doesnõt really penetrate into 

deck cracks.



Candidates for Preservation
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·Deck Sealing:

·New decks and structural overlays that exhibit shrinkage 

cracking.

·Deck with cracking and/or efflorescence in soffit. (Low Mod 

sealer could help map cracking, but is an indication it could 

need rehabilitation)

·Thin Polymer Overlays:

·Sound decks with only minor spalling.

·Areas with heavy studded tire use.

·Areas with heavy deicer applications.

·Use caution if bridge is on curve



Selecting a Product: ODOT QPL
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https:// www.oregon.gov/ODOT/Construction/Documents/qpl.pdf

·Sealers Section 2060

·Thin Overlays  Section 556

https://www.oregon.gov/ODOT/Construction/Documents/qpl.pdf


Selecting a Product: TSP2 Deck Overlay Matrix
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·https:// tsp2bridge.pavementpreservation.org/files/2013/0

5/WBPP-Deck-Overlay-Product-Matrix-Final-2.docx

https://tsp2bridge.pavementpreservation.org/files/2013/05/WBPP-Deck-Overlay-Product-Matrix-Final-2.docx


Deck Preparation
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·Essential to avoid early 

failure of overlay system.

·Will improve how well 

sealers penetrate into the 

cracks.

·Easy and inexpensive to 

do right!



Weather:
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·Deck must be dry for successful application

·Temperature will impact how quickly the products setup

·Check Manufacturer Recommendations for min temp (>50 

degs)

·May want to test new products if traffic control must be 

removed at certain time.

·Cold weather products are available.



Deck Prep: Spalls and Delams
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Deck Prep: Shot Blast
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Deck Prep: Pick up Extra Shot
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Thin Overlay: Deck Prep
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Thin Overlay: Deck Prep
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Deck Prep: Blow off deck
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Deck Prep: Tape Joints

March 2019Bridge Maintenance Training19



Thin Overlay: Installation
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·Timing and coordination is critical. Have preplacement 

meeting to ensure everyone knows their role.

·Place tarps under mixing areas.

·Clearly mark measuring containers.

·Have supply of rags and solvents for cleanup.

·Have enough material on hand to complete the job (See 

manufacturers installation guidelines)

·Immediately before installation blow off deck with 

compressed air and perform final inspection.



Mixing the epoxies:
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Jiffy Mixer



Thin Overlay: Placing resin
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·Place a bead the full lane 

width.

·Use notched squeegee to 

spread the material. (Avoid 

over working).

·Avoid walking in resin once 

it is spread.



Thin Overlay: Broadcast aggregate
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·ODOT recommends 

2lbs of aggregate per 

square foot of deck.

·Begin application as 

soon as possible and 

before the resin gels.

·Continue application 

until no wet spots are 

visible.



Thin Overlay: 1st Lift Cleanup
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·Once the resin is fully cured, remove all of the excess and 

loose aggregate.

·Powered brooms or pickup sweeping trucks are OK. But 

should avoid steel bristle brooms that could dislodge 

aggregate.

·Blow deck with compressed air before applying second lift.



Thin Overlay: 2nd Lift
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·Install the second lift just as done on the 1st lift. 

·2nd lift will require more resin and aggregate.

·Final overlay thickness is approximately 3/8ó.



Thin Overlay: Opening to Traffic
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·Do not return to traffic 

until resin is fully cured and 

all excess aggregate has 

been removed.

·Rule of thumb is 2 hrsafter 

resin appears to be 

hardened.

·Do a pull off test with a 

bond failure of 250 psi or 

greater.



Thin Overlay Installation Video
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Thin Overlay: When it goes wrong
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·Improper Mix Ratio and/or not thoroughly mixed.



Thin Overlay: When it goes wrong
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·Poor Deck Prep: Shot blasting didnõt remove cure 

compounds and/or contaminates on deck prevented good 

adhesion.


